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Abstract: 

 Sanded wood surfaces contain irregularities caused by both the sanding process and the anatomy, so 
the anatomical roughness, which is independent of any machining operation, must be excluded from 
measurements of surface irregularities if the processing roughness is to be properly evaluated. This paper 
investigates the effect of earlywood and latewood on the roughness parameters of oak sanded with P180 
and spruce and beech sanded with P120 grit size. The wood anatomy was excluded from the roughness 
profiles using a method based on the Abbot-curve. Latewood was smoother than earlywood with the greatest 
ratio in oak, followed by spruce and beech. The ratio of latewood to earlywood processing 
roughness.described by several roughness parameters was in an inverse relationship with the density ratio 
of these growth areas reported in literature. The roughness parameters in mix areas of latewood and 
earlywood seemed to be related to species density. A mean of the roughness parameters measured locally 
in both areas of earlywood and latewood was a good approximation of the surface roughness. 
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INTRODUCTION 

A sanded surface contains irregularities caused by the abrasive grit particles, which plough the 
material, creating scratches in the surface. Such irregularities of the surface are inherent in a machining 
process like sanding and are known as the processing roughness. However, measured data from any 
nominally flat surface contains not only roughness, but also form errors and waviness, which do not 
characterise the processing. Both form errors and waviness should be excluded from any assessment of the 
surface roughness by using filtering procedures suitable for wood surfaces since it was acknowledged that 
standard filters introduce distortions when applied to wood (Krish and Csiha 1999, Gurau et al. 2005). Such 
procedures for wood surfaces were developed and described in detail by Gurau et al. (2006 and 2009). 

Compared to processed homogeneous materials, wood surface roughness data contains not only 
processing irregularities, but also a specific anatomical structure. This is specially the case of earlywood 
areas which may locally cause large surface irregularities which have nothing to do with the machining 
process (Magoss 2008). It was acknowledged that surface roughness of wood can be affected by the 
latewood/earlywood ratio (Goli et al. 2001, Kilic et al. 2006; Dundar et al. 2008; Wilkowski et al. 2010). 

Earlywood is comprised of cells with thin walls and large lumen, which have a low resistance to 
processing, while latewood has cells that are more mechanical resistant to stresses, with thicker walls and 
narrow lumens (Pescarus 1982). The ratio of the latewood to the earlywood density is ρ0 (LW)/ ρ0 (EW) = 
1.96-3.1 for softwoods, ρ0 (LW)/ ρ0 (EW) = 1.55-2.8 for ring porous hardwoods and ρ0 (LW)/ ρ0 (EW) = 1.21-
1.76 for diffuse porous hardwoods (Kollmann and Côté 1968). Large differences between earlywood and 
latewood in softwoods and ring porous species can be explained by the high difference in cell lumen volume, 
while diffused pores species are more homogenous. 

Differences between earlywood and latewood affect the smoothness of softwood surfaces more than 
of hardwoods (Lutz 1956, Wilkowski et al. 2010). Spruce is known as a species that is difficult to sand 
smoothly (Cotta et al. 1982). The particles may compress the earlywood elastically, but the latewood 
prevents proper cutting. After sanding the earlywood may recover and form ridges on the surface. Follrich et 
al. (2010) found that wood machining particularly affects earlywood tracheids of softwoods. Abrasively 
planed surfaces and saw-cut surfaces suffer from crushed and fractured surface cells and this is occuring to 
the earlywood cells, which have thin walls that are easily split. Vitosite et al. (2012) stated that surface 
sanding causes damage to the walls of wood cells, which are particularly weak in the earlywood area.  

Sieminski and Skarzynska (1987) found that the roughness of earlywood surfaces was much higher 
than of the latewood surfaces. Similar result was found by Laiveniece and Morozovs (2014). However, it 
appears that all previous studies, although just a few on sanded surfaces, have made observations on the 
quality of processed earlywood and latewood areas without excluding the wood anatomy from the evaluation 
of the processing roughness. 

A proper evaluation of the quality of the sanding operation implies not only that the roughness data 
has to be free of distortions, but also that irregularities due to wood anatomy are excluded from the 
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numerical characterization of the processing roughness (Westkämper and Riegel 1993, Schadoffsky 2000, 
Gurau et al. 2007). 

 
OBJECTIVES 

This paper examines the processing roughness of three sanded species, by considering the influence 
of earlywood and latewood areas when wood anatomical irregularities are removed. 

 
METHOD, MATERIALS AND EQUIPMENT 

The influence of earlywood and latewood areas was studied on single specimens of European oak 
(Quercus robur), beech (Fagus Sylvatica) and spruce (Norway spruce). Oak and spruce have different 
anatomies, and also significant differences in the size of the anatomical features between earlywood and 
latewood. Beech, as a diffuse porous species, has less difference between earlywood and latewood than the 
other two species. Oak had a density ρ0 = 632kg/m3, which was close to beech with ρ0 = 697kg/m3, while 
spruce had the lowest density ρ0 = 396kg/m3. Species were conditioned to a uniform moisture content of 
approximately 12% by storage in a climate-controlled environment. 

The specimens were cut to surface dimensions of 100x90mm, suitable for sanding on a Makita 9402 
portable belt sander. The machine was inverted and mounted on a solid base, and a stiff frame was 
constructed around the equipment. The specimen was held rigidly at all times on top of the belt. The sanding 
was performed with aluminium oxide closed-coated cloth belts measuring 600x100mm. The processing was 
conducted at a constant contact pressure of 3.2kN/m2 and a belt speed of 5m/s, the fastest speed on this 
machine. Before the specimens were sanded, the new sanding belts were worn by continuous sanding for 
30min to remove the initial sharpness of the abrasive grits. Fresh belts result in high roughness values, 
which are not representative of the process (Cotta et al. 1982, Carrano 2000). 

The grit sizes were P120 for beech and spruce and P180 for oak, which represent abrasives 
commonly used in the furniture industry for the final sanding before coating. 
 

 
Fig. 1. 

The sanding device and associated equipment. 
 

The surface measurements were carried out by stylus method, which used a stylus with 2.5µm tip 
radius and 90° tip angle and measured the surface perpendicular to the sanding marks at a speed of 1mm/s. 
A stylus is preferred to a laser because it is better able to detect surface irregularities (Gurau et al. 2001). 

One set of measurements was made by a visual examination of the surface to comprise both 
earlywood and latewood and to obtain information about a mix surface. Areas of 15mm x 10mm, one for 
each specimen, were scanned at a 5µm resolution on the x-axis and 500µm on the y-axis. Each of the 20 
profiles had a length of 15mm and was measured across the grain. Separately, from these measured areas, 
five profiles were extracted so that they have included only latewood or earlywood data for comparison with 
mix areas. 

Data for all three species were stored in ASCII format and processed with algorithms written in 
MathCad™. Form errors were removed according to the profile method of ISO 3274 (1996). For the set of 
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specimens in this study form errors were removed with a second order polynomial regression, which proved 
to be the best fit for the initial data. 

The total roughness profiles, which contain both processing roughness and wood anatomy, were 
obtained by filtering the surface with the Robust Gaussian Regression Filter from ISO/TS 16610-31 (2010). A 
cut-off length of 2.5mm produced undistorted profiles (Gurau et al. 2006). 

The anatomical irregularities were separated from processing irregularities with a method based on 
the Abbot-curve (Gurau 2004), in which outlying peaks and valleys were detected and replaced with zeros. 
The zero values were neglected when the roughness parameters were calculated. 

The processing roughness was evaluated with the roughness parameters Ra, Rq, Rt, Rsk, Rku from 
ISO 4287 (1998) and a parameter RSmw, which was modified from RSm. The parameter RSmw is a 
measure of the irregularities width. It differs from the standard RSm in that the minimum height and spacing 
requirements for a profile element are disregarded. If they are not, then the width and depth of the 
anatomical features can obscure the processing features. 

Mean parameters Ra and Rq are common roughness indicators, but alone, they do not provide 
sufficient information about wood surface topography. Height parameter Rt and shape parameters Rsk and 
Rku are instead very sensitive to isolated extreme irregularities. 

Rsk is a parameter that can be strongly influenced by isolated peaks or isolated valleys. Surfaces with 
a positive skewness, Rsk>0 have fairly high peaks that protrude above a smoother plateau, while surfaces 
with a negative skewness, Rsk<0 have fairly deep valleys in a smoother plateau. 

Rku is also a parameter that can be strongly influenced by isolated peaks or valleys, which lead to 
high kurtosis (Rku>3). 

The parameters were adapted for wood in that they were calculated over the entire evaluation length 
rather than shorter sampling lengths. The evaluation length is restricted by the capacity of the measuring 
instrument, so its division into sampling lengths, as instructed by ISO 4287 (1998), leads to data sets that do 
not represent the variation of the wood surface. 

Other calculated parameters were Rk, Rpk and Rvk from ISO 13565-2 (1996). Rk is a measure of the 
core roughness data. Rpk and Rvk are parameters that define isolated peaks or valleys in the profile. They 
are sensitive to any change in the thresholds that separate the processing roughness from wood anatomy 
and that can add or remove a few peaks or valleys. 

Each roughness parameter was calculated as a mean of all values obtained from each individual 
profile for earlywood and latewood and mix areas and their corresponding mean coefficients of variation for 
oak P180, beech P120 and spruce P120 respectively. Data was included in tables. Supplementary, a column 
of each table calculates the mean roughness value for the earlywood and latewood combined as (EW + 
LW)/2. Roughness parameters from latewood and earlywood were compared by the ratio LW/EW. 
Roughness parameters measured individually from earlywood and latewood were further compared with 
roughness parameters from mix areas containing both earlywood and latewood. 

 
RESULTS 

Table 1, Table 2 and Table 3 contain mean values of the roughness parameters for earlywood and 
latewood and their corresponding mean coefficients of variation for oak P180, beech P120 and spruce P120 
respectively. 

In Table 1, Table 2, Table 3, Fig. 2 and Fig. 3 it can be seen that all the roughness parameters 
showed that latewood was smoother than earlywood, which is in agreement with Cotta et al. (1982), who 
made this observation from surface photographs and with Sieminski and Skarzynska (1987), although they 
did not separate processing and anatomical roughness. Latewood roughness, as defined by parameters 
which measure the height of the irregularities, was only approximately 46-50% of the earlywood roughness 
of oak P180 (Table 1), followed by spruce P120 with approximately 65-72% (Table 2) and beech with 76-
84% (Table 3). These results can be explained by the anatomical differences between earlywood and 
latewood, which led to different densities and consequently to different depths of the sanding marks. 
Kollmann and Côté (1968) recorded the existence of different densities of earlywood and latewood (Table 4). 
The density ratios in Table 4.seem to agree well with the ratios of roughness parameters from earlywood and 
latewood for all three species. The ratio of LW/EW for Ra, which is a mean roughness parameter, 
aproximated the best the inverse ratio EW/LW of densities (upper range values), as they were reported by 
Kollmann and Côté (1968). 
 



ONLINE ISSN 2069-7430 
ISSN-L 1841-4737 

PRO LIGNO              Vol. 10  N° 3  2014 
             www.proligno.ro                                pp. 26-33 

 

 
  

29 

 

Table 1 
The influence of earlywood and latewood on roughness parameters of oak sanded with P180. Values 

represent mean roughness parameters (µm). The values in brackets are mean percentage 
coefficients of variation. EW – earlywood; LW – latewood; Mix - mix of both earlywood and latewood. 

Oak P180 Parameter 

EW LW LW/EW (EW + LW)/2 Mix 

Ra 2.29 
(13.79) 

1.13 
(12.65) 0.50 1.71 1.86 

(9.56) 

Rq 2.70 
(12.56) 

1.32 
(11.27) 0.49 2.01 2.19 

(8.45) 
Rsk -0.13 -0.12  -0.13 -0.07 

Rku 2.22 
(4.78) 

2.13 
(6.36)  2.18 2.17 

(4.10) 

Rt 11.08 
(13.35) 

5.22 
(13.34) 0.47 8.15 8.85 

(9.32) 

Rk 7.25 
(9.03) 

3.55 
(5.92) 0.49 5.40 5.96 

(4.92) 

Rpk 1.26 
(32.66) 

0.60 
(35.97) 0.48 0.93 1.01 

(16.12) 

Rvk 2.20 
(25.75) 

1.01 
(24.05) 0.46 1.61 1.62 

(21.89) 
RSmw 67.7 

(7.51) 
47.4 

(6.70) 0.70 57.5 65.2 
(5.08) 

  

 

Table 2 
The influence of earlywood and latewood on roughness parameters of beech sanded with P120. 
Values represent mean roughness parameters (µm). The values in brackets are mean percentage 

coefficients of variation. EW – earlywood; LW – latewood; Mix - mix of both earlywood and latewood. 

Beech P120 Parameter 

EW LW LW/EW (EW + LW)/2 Mix 

Ra 2.42 
(11.2) 

1.84 
(10.9) 0.76 2.13 2.24 

(8.04) 

Rq 2.79 
(9.78) 

2.16 
(10.1) 0.78 2.48 2.66 

(7.36) 
Rsk -0.09 -0.15  -0.12 -0.12 

Rku 2.10 
(4.14) 

2.18 
(7.18)  2.14 2.20 

(3.90) 

Rt 11.1 
(10.6) 

8.67 
(13.2) 0.78 9.90 10.9 

(8.57) 

Rk 7.56 
(7.06) 

6.02 
(5.89) 0.80 6.79 7.35 

(4.51) 

Rpk 1.37 
(31.2) 

1.15 
(25.2) 0.84 1.26 1.29 

(22.5) 

Rvk 1.90 
(25.9) 

1.46 
(22.9) 0.77 1.68 1.93 

(19.5) 

RSmw 
75.5 

(7.47) 
65.5 

(6.11) 
0.87 70.5 

80.6 
(3.77) 

  



ONLINE ISSN 2069-7430 
ISSN-L 1841-4737 

PRO LIGNO              Vol. 10  N° 3  2014 
             www.proligno.ro                                pp. 26-33 

 

 
  

30 

 

Table 3 
The influence of earlywood and latewood on roughness parameters of spruce sanded with P120. 
Values represent mean roughness parameters (µm). The values in brackets are mean percentage 

coefficients of variation. EW – earlywood; LW – latewood; Mix - mix of both earlywood and latewood. 

Spruce P120 Parameter 

EW LW LW/EW (EW + LW)/2 Mix 

Ra 3.63 
(13.6) 

2.35 
(12.6) 0.65 2.99 2.85 

(9.70) 

Rq 4.07 
(11.6) 

2.74 
(11.0) 0.67 3.41 3.36 

(8.34) 
Rsk -0.10 -0.05  -0.08 -0.06 

Rku 1.94 
 (5.66) 

2.12 
(5.15)  2.03 2.13 

(3.48) 

Rt 15.5 
(12.0) 

11.1 
(11.4) 0.71 13.3 13.5 

(9.04) 

Rk 10.7 
(8.46) 

7.44 
(8.59) 0.70 9.06 9.56 

(5.26) 

Rpk 1.97 
(28.4) 

1.37 
(30.3) 0.69 1.67 1.60 

(20.5) 

Rvk 2.61 
(23.8) 

1.89 
(23.6) 0.72 2.25 2.06 

(15.7) 

RSmw 
75.8 

(7.55) 
63.6 

(5.56) 
0.84 69.7 

71.8 
(4.54) 

  

 

Table 4 
Absolute density values ρ0 of latewood and earlywood for spruce, oak and beech (from Kollmann and 

Côté, 1968) 

Species 
ρ0  earlywood 

(kg/m3) 
ρ0  latewood 

(kg/m3) 

Density ratio 
( )
( )EWρ
LWρ

0

0  

Density ratio 
( )
( )LWρ
EWρ

0

0  

Spruce  307 601 1.96 0.51 

Oak 317 – 454 888 – 930 1.96 – 2.80 0.36 – 0.51 
Beech 502 – 536 748 – 883 1.34 – 1.76 0.57 – 0.75 

  
 
Roughness parameters in latewood and earlywood in Fig. 2, but also on mix areas in Table 1, Table 2 

and Table 3 seemed to be related to species density, as expected spruce was rougher than the other two. 
The influence of grit size can also be noted; although the oak had a lower density than the beech, all the 
roughness parameters were lower than those from beech, because the oak was processed with a finer grit 
size. 

From Fig. 3, RSmw depended on the grit size; values for earlywood of beech and spruce sanded with 
P120 were very similar as were the latewood values, while for oak sanded with P180 the values were lower. 
This parameter appears less sensitive to density. 
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Fig. 1. 

The influence of early-wood and late-wood areas on roughness 
parameters Rpk, Rvk, Ra, Rq, Rk and Rt for oak sanded with P180 and 
beech and spruce sanded with P120 (EW – earlywood; LW – latewood). 
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Fig. 2. 

The influence of earlywood and latewood areas on roughness parameter 
RSmw for oak sanded with P180 and beech and spruce sanded with P120. 

 
Given the differences in roughness between earlywood and latewood, it appears that the percentage 

of these areas on the surface under evaluation is important. However, mean values of roughness 
parameters measured separately on earlywood and latewood, (EW + LW)/2, had similar results to the 
processing roughness parameters measured from mixed areas (Table 1 to Table 3). Although is was not 
studied the exact correlation between different percentage of earlywood and latewood areas and their 
influence on surface roughness, it appears that measured surfaces should contain both, to be relevant for 
assessing surface quality of wood. 
 
CONCLUSIONS 

A rigurous quantification of the effect of species, expressed by its latewood and earlywood growth 
areas, on the processing roughness at sanding implies that anatomical irregularities are removed from the 
evaluation of roughness parameters. The effect of the processing roughness on oak sanded with P180 and 
on beech and spruce sanded with P120 was examined considering the two types of annual growth, 
earlywood and latewood. The biasing effect of the anatomical irregularities was removed by separating the 
roughness data with a method based on the Abbot curve. 

Latewood was smoother than earlywood with the greatest ratio in oak, followed by spruce and beech. 
The ratio of latewood to earlywood processing roughness described by several roughness parameters was 
in an inverse relationship with the local density ratio of latewood to earlywood provided in literature. 
Furthermore, the roughness parameters in mix areas of latewood and earlywood seemed to be related to 
species density. Although it was not studied the exact correlation between the percentage of areas with 
earlywood and latewood and surface roughness, it appears that measured surfaces should contain both 
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earlywood and latewood, to be relevant for assessing surface quality of wood. A mean of those extremes 
was a good approximation of surface roughness. 

 
Acknowledgements  

The author hereby acknowledge the structural funds project PRO-DD (POS-CCE, O.2.2.1., ID 123, 
SMIS 2637, ctr. No 11/2009) for providing the infrastructure used in this work. 

 
REFERENCES  
Carrano AL (2000) Characterisation of wood surface preparation. Doctoral thesis. North Carolina State 
University. 

Cotta NL, Nastase V, Pop I (1982) Slefuirea lemnului si peliculelor de acoperire. Editura Tehnica, Bucuresti. 
Romania (In Romanian). 

Dundar T,  Akbulut T, Korkut S (2008) The effects of some manufacturing factors on surface roughness of 
sliced Makore (Tieghemella heckelii Pierre Ex A.Chev.) and rotary-cut beech (Fagus orientalis L.) veneers. 
Building and Environment 43:469–474. 

Follrich J, Vay O, Veigel S, Müller U (2010) Bond strength of end-grain joints and its dependence on surface 
roughness and adhesive spread. Journal of Wood Science 56(5):429-434. 

Frihart CR (2005) Wood Adhesion and Adhesives. Chapter 9 in Handbook of wood chemistry and wood 
composites. Ed. Roger M. Rowell, USDA, Forest Service, Forest Products Laboratory, Madison, WI, CRC 
Press LLC, ISBN 0-8493-1588-3. 

Goli G, Larricq P, Marchal R, Negri M, Costes JP (2001) Surface quality: comparison among visual grading 
and 3D roughness measuments. In: Proceedings of the 15th International Wood Machining Seminar. Los 
Angeles, California, USA.  

Gurau L (2004) The roughness of sanded wood surfaces. Doctoral thesis. Forest Products Research Centre, 
Buckinghamshire Chilterns University College, Brunel University. 

Gurau L, Mansfield-Williams H, Irle M (2001) A comparison of laser triangulation and stylus scanning for 
measuring the roughness of sanded wood surfaces. Proc. of the 5th International Conference on the 
Development of Wood Science, Wood Technology and Forestry,Ljubliana, Slovenia: 73-184. 

Gurau L, Mansfield-Williams H, Irle M (2005) Processing roughness of sanded wood surfaces. Holz als Roh 
und Werkstoff 63(1):43-52. 

Gurau L, Mansfield-Williams H, Irle M (2006) Filtering the roughness of a sanded wood surface. Holz als Roh 
und Werkstoff 64(5):363-371. 

Gurau L, Mansfield-Williams H, Irle M (2007). Separation of processing roughness from anatomical 
irregularities and fuzziness to evaluate the effect of grit size on sanded European oak. Forest Products 
Journal 57(1-2):110-116. 

Gurau L, Mansfield-Williams H, Irle, Cionca M (2009) Form error removal of sanded wood surfaces. 
European Journal of Wood and Wood Products 67(2):219-227. 

ISO 13565-2 (1996 + Cor 1: 1998) Geometrical product specifications (GPS) – Surface texture: Profile 
method; Surfaces having stratified functional properties – Part 2: Height characterisation using the linear 
material ratio curve, British Standards Institute, London. 

ISO 3274 (1996 + Cor 1: 1998) Geometrical product specifications (GPS). Surface texture. Profile method. 
Nominal characteristics of contact (stylus) instruments. British Standards Institute, London. 

ISO 4287 (1998 + Amd 1: 2009) Geometrical product specifications (GPS), Surface texture. Profile method. 
Terms. Definitions and surface texture parameters. British Standards Institute, London. 

ISO/TS 16610-31 (2010) Geometrical product specification (GPS) – Filtration. Part 31: Robust profile filters. 
Gaussian Regression Filters. International Standards Organisation. 

Kilic M, Hiziroglu S, Burdurlu E (2006) Effect of machining on surface roughness of wood. Building and 
Environment 41:1074–1078. 

Kollmann FFP, Cote WA (1968) Principles of wood science and technology. Vol. I. Solid Wood. Springer-
Verlag, Berlin. 



ONLINE ISSN 2069-7430 
ISSN-L 1841-4737 

PRO LIGNO              Vol. 10  N° 3  2014 
             www.proligno.ro                                pp. 26-33 

 

 
  

33 

Krisch J, Csiha C (1999) Analysing wood surface roughness using an S3P Perthometer and computer based 
data processing. Proc. XIII Sesja Naukowa “Badania dla Meblarstwa”, Poland, pp. 145-154. 

Laiveniece L, Morozovs A (2014) Engineering for rural development penetration depth of adhesive 
depending on wood anatomical structure. In: Proceedings of the 13th International Scientific Conference 
Engineering for Rural Development. Latvia University of Agriculture, Jelgava, Latvia, pp. 204-209. 

Lutz JF (1956) Effect of wood-structure orientation on smoothness of knife-cut veneers. Forest Products 
Journal 6(11):464-468. 

Magoss E (2008) General regularities of wood surface roughness. Acta Silvatica & Lingaria Hungarica 4:81-
93. 

Pescarus P (1982) Studiul  lemnului. Curs. Universitatea din Brasov. Facultatea de Industrializarea 
Lemnului. Ministerul Educatiei si Invatamantului (In Romanian). 

Schadoffsky O (2000) Topographiebewertung zur Prozeβbeurteilung beim Fräsen und Schleifen von 
Massivholz (Quantifying topography to evaluate the milling and sanding of solid wood). Doctoral thesis. 
Technical University Braunschweig, IWF. Vulkan- Verlag, Essen 2000, ISBN 3-8027-8652-1, (In German). 

Sieminski R, Skarzynska A (1987) Surface roughness of different species of wood after sanding. Przemysl- 
Drzewny 38(9):23-25. 

Vitosyte J, Ukvalbergiene K, Keturakis G (2012) The effects of surface roughness on adhesion strength of 
coated ash (Fraxinus excelsior L.) and birch (Betula L.) wood. Materials Science 18(4):347-351. 

Westkämper E, Riegel A (1993) Qualitätskriterien fur Geschlieffene Massivholzoberflächen (Quality criteria 
for sanded surfaces of timber). Holz als Roh und Werkstoff 51(2):121-125 (In German with English title and 
abstract). 

Wilkowski J, Zerebiec B, Czarniak P (2010) Analysis of surface roughness in wood milling. Forestry and 
Wood Technology 72: 474-479. Annals of Warsaw University of Life Sciences. 


	INTRODUCTION
	OBJECTIVES
	METHOD, MATERIALS AND EQUIPMENT
	RESULTS
	CONCLUSIONS
	REFERENCES
	Carrano AL (2000) Characterisation of wood surface preparation. Doctoral thesis. North Carolina State University.
	Cotta NL, Nastase V, Pop I (1982) Slefuirea lemnului si peliculelor de acoperire. Editura Tehnica, Bucuresti. Romania (In Romanian).
	Dundar T,  Akbulut T, Korkut S (2008) The effects of some manufacturing factors on surface roughness of sliced Makore (Tieghemella heckelii Pierre Ex A.Chev.) and rotary-cut beech (Fagus orientalis L.) veneers. Building and Environment 43:469–474.
	Follrich J, Vay O, Veigel S, Müller U (2010) Bond strength of end-grain joints and its dependence on surface roughness and adhesive spread. Journal of Wood Science 56(5):429-434.
	Frihart CR (2005) Wood Adhesion and Adhesives. Chapter 9 in Handbook of wood chemistry and wood composites. Ed. Roger M. Rowell, USDA, Forest Service, Forest Products Laboratory, Madison, WI, CRC Press LLC, ISBN 0-8493-1588-3.
	Goli G, Larricq P, Marchal R, Negri M, Costes JP (2001) Surface quality: comparison among visual grading and 3D roughness measuments. In: Proceedings of the 15th International Wood Machining Seminar. Los Angeles, California, USA.
	Gurau L (2004) The roughness of sanded wood surfaces. Doctoral thesis. Forest Products Research Centre, Buckinghamshire Chilterns University College, Brunel University.
	Gurau L, Mansfield-Williams H, Irle M (2001) A comparison of laser triangulation and stylus scanning for measuring the roughness of sanded wood surfaces. Proc. of the 5th International Conference on the Development of Wood Science, Wood Technology and...
	Gurau L, Mansfield-Williams H, Irle M (2005) Processing roughness of sanded wood surfaces. Holz als Roh und Werkstoff 63(1):43-52.
	Gurau L, Mansfield-Williams H, Irle M (2006) Filtering the roughness of a sanded wood surface. Holz als Roh und Werkstoff 64(5):363-371.
	Gurau L, Mansfield-Williams H, Irle M (2007). Separation of processing roughness from anatomical irregularities and fuzziness to evaluate the effect of grit size on sanded European oak. Forest Products Journal 57(1-2):110-116.
	Gurau L, Mansfield-Williams H, Irle, Cionca M (2009) Form error removal of sanded wood surfaces. European Journal of Wood and Wood Products 67(2):219-227.
	ISO 13565-2 (1996 + Cor 1: 1998) Geometrical product specifications (GPS) – Surface texture: Profile method; Surfaces having stratified functional properties – Part 2: Height characterisation using the linear material ratio curve, British Standards In...
	ISO 3274 (1996 + Cor 1: 1998) Geometrical product specifications (GPS). Surface texture. Profile method. Nominal characteristics of contact (stylus) instruments. British Standards Institute, London.
	ISO 4287 (1998 + Amd 1: 2009) Geometrical product specifications (GPS), Surface texture. Profile method. Terms. Definitions and surface texture parameters. British Standards Institute, London.
	ISO/TS 16610-31 (2010) Geometrical product specification (GPS) – Filtration. Part 31: Robust profile filters. Gaussian Regression Filters. International Standards Organisation.
	Kilic M, Hiziroglu S, Burdurlu E (2006) Effect of machining on surface roughness of wood. Building and Environment 41:1074–1078.
	Kollmann FFP, Cote WA (1968) Principles of wood science and technology. Vol. I. Solid Wood. Springer-Verlag, Berlin.
	Krisch J, Csiha C (1999) Analysing wood surface roughness using an S3P Perthometer and computer based data processing. Proc. XIII Sesja Naukowa “Badania dla Meblarstwa”, Poland, pp. 145-154.
	Laiveniece L, Morozovs A (2014) Engineering for rural development penetration depth of adhesive depending on wood anatomical structure. In: Proceedings of the 13th International Scientific Conference Engineering for Rural Development. Latvia Universit...
	Lutz JF (1956) Effect of wood-structure orientation on smoothness of knife-cut veneers. Forest Products Journal 6(11):464-468.
	Magoss E (2008) General regularities of wood surface roughness. Acta Silvatica & Lingaria Hungarica 4:81-93.
	Pescarus P (1982) Studiul  lemnului. Curs. Universitatea din Brasov. Facultatea de Industrializarea Lemnului. Ministerul Educatiei si Invatamantului (In Romanian).
	Schadoffsky O (2000) Topographiebewertung zur Prozeβbeurteilung beim Fräsen und Schleifen von Massivholz (Quantifying topography to evaluate the milling and sanding of solid wood). Doctoral thesis. Technical University Braunschweig, IWF. Vulkan- Verla...
	Sieminski R, Skarzynska A (1987) Surface roughness of different species of wood after sanding. Przemysl- Drzewny 38(9):23-25.
	Vitosyte J, Ukvalbergiene K, Keturakis G (2012) The effects of surface roughness on adhesion strength of coated ash (Fraxinus excelsior L.) and birch (Betula L.) wood. Materials Science 18(4):347-351.
	Westkämper E, Riegel A (1993) Qualitätskriterien fur Geschlieffene Massivholzoberflächen (Quality criteria for sanded surfaces of timber). Holz als Roh und Werkstoff 51(2):121-125 (In German with English title and abstract).

